OMRON
% \V640-HAM13

7oAz ybk

Rk B BAE

0LV FRRESHEOEFVALEZEELTEIELHIDED

CEOET CHERICEEL T RDATE B S 230,

- BROFMEEF T HEFIRPBMIBOC LS,

+ CORURBEAEE & BERAHTE Y HMTEBOS ZELL
CERAC S,

+ CORRBARIIVOTHEBMTE AL IARUNREL T LS,

CHMICOFEL TR A-Y X 2T EIBRBEIWL,

e MAMRCRNERMO
ALOVHFKE4E %5842549-09RA %

© OMRON Corporation 2026 All Rights Reserved.

TEEDES

PUMIOR SN R 2R 572012 3 F o TSN,
(ST AP 2B BT Ao e o
IO RIS 5706, RT3 oL <
SRS
(T ADBRIAE A B ED Rk A VCLAER KSR

DIFEKEADET,
P 255 2 L TR,

() ARBLE D53t ;

(BT B, P I E L TRULBEL TLA280,

()L, or—7 VN, CIDRW AR A B B B3, 70 7 2 =9 b
AU > THBITHTLERN,

(T)JHAN—2% S5 TLEED,

(8)FEFME DR MRS (e —2— b5V 2 KA ROEHAE) DWLIZHO
FAHTEIIEET TEE,

(O)J—. BLihi- BRI 1L, a‘<z A IEL, B Y7 -
<, %ﬁ:&ﬁ T TR
0) ACTEIHTIAEIH ﬁﬁﬂu;w én BRGNS BDET,
) TL—LY i

1 LT DB Tl <730 RS LI 2D E T,
2) CIDRWAREFE LS BE51E, T30 28 2 i EA A R TLEQN,
3) V640-HAMI3%FE FIHE A $V640-HS63L DA A D THHL T,

4) 7T T IHOME, B KD, A5 HbE 2 S AL B8

NHVFEY, AN FHMIA I 72 TR,

FALEDXE

1AEBHI- DN T
DI LI TSN,

(DI EYEA B =570\ 35 i

Q) EEEA 2 BEIR, Sk i e B

BNREZALD B TR AHEBR LA T (RO FHN THE L)
(AW A3 <7< AETAL NI (LR DTN THHI L)
(
(

(1
1
1
(1
(1

5) IR AP A A Jﬁwbém MBI LRROHIAN TH B L)

6)7K -1l (L2388 S D TRIRAS 20 ST

(7)Y E AR TR DSOS RPN DT
2PRE BB DWT

(LB I BRI IR /5 457D BRAF LT,
3HEARE IS DNT

(WAE CHE LG I TR FHL a0,

(2)F TS - D+ WAL 8 T8,

3) e LA R B e ] — FORR T CREFIL 2Tz,
4)ifE XU ;61&&4;;%5/&71 vrq‘f‘li’ﬁ’(’:'?aar’\]ﬁlﬁm‘ FRIfil
hél;,% 3 VAN T BRI R (ST A T > TR,
(5)7‘/7”1~/H A B IELOCIDRWAyRZHD [ TLEE 0, Bl -7z
CIDRWAYRESEGIL IS ITED R E PR I A TR A B DS,
(6) 7T T EEW Y BBRL. TV T 22 OB A Y5 TRBIT - TLERN,
47D T
(DARBFDOHIUIR DO THAREL TS0, ds, vV F— RV
DV T =V EDYE A GE S A LN TR AT,
LEORNBHVET,
5., Ptk o OnT
(DGR (V=225 0F) i i3, 2 DRI (B D55 3flpeih) LT
filin <72 étf_n %g%%{fmﬁltmia‘

6. 515 PERE ( B
FJ . KO BAEERED
BALLES O C, PR HFIC 2 BB 5T BEOLET,
(QIDAZNZED, ST E L ET O T Rt EH- 1A B OLE T,
7THUHFIZONT
(D)ZOBLENE, 134kHzD IR A AL TID 47 LR 527> T0F
F MV N B4 B ARHE , BIFERIC) A EOHIIE D 4
EDSHZ B zé%z&( JAR) ZRAETBEDOHHDET . 2D
ﬁmom;&«bﬁm B ;t TN EA AL TS0,
(2 AZ DR BE R/ NRE S 5728 Bl E XN 788 i DRE
(HERDH 3Rl Hb)EL L
@&mcmr&w«;béﬂ%#ﬁd%&%&fgé LR R B I e Ui
7?)1&??“6”‘1%75 HOET M H R EL OIS Fain s+

RibAFHEL TN,
EEOHLHT) DIITHO

(4) TRGRD LT (e 152 2, K%
FBZEITMET T E N,
5) HRH(:)m ST AIRDATHRDILAE I AT > TLEE (e
1.2N'm).
(6) DIP Ay FOREAEIL N7 AF AT/ EFEFHL TS,
(7) DIP 24y F ORI E FAOFFIZL TS,
8L IR AN DN T
(VAU IS Al (LT 2) SRR 73 4 S, fh i s
BUTHEMED BN E T BIEE 7 ORACR  BHEELT o 2 OE M I
FHLZRNTL 22 &0,
9. NI EDNE(EIZONT
()ABLE DR B TR, ENTB R E DS AT > TR, F 7 AR
SR ENVAY 2 —T 2= ZA B AN (5 A B AT REMEA B D E
T OTWIRBIREI T R D25 S 7748007 § 58 EDM
HRAFESEL TLEEN,

10. B S B O7E 78 2fE]
l)innﬁ‘mﬁﬁﬁ'émhﬁ‘:ﬁmi‘fﬂ)’( ISRV )y
12 RA BB I, A YIS TLEN,

11. Texas Instruments B V ARV HIZDNT
(ARG I3 Texas Instruments (DA#%, TIFEE k) B2 2Ry &
(RI-TRP-DR2B(-40)L 2 (5 &ATHED T 5728 SGVEREIZ DN T

R CEE A,
(Q)TIHEELNT Y 2R ORBHIZDONTE Rl A AV RET,

WiELHIC
AHBLHI, Texas Instruments(TIHHIDZ 2" (RI-TRP-DR2B(-40) (=L T,
T &@mc&%é’%ﬁ')_&ﬂ\njﬁ K)—ZIARDT VT L=y TF,

A%

DC24V_+10% -15%

400 mALLF

IP20 (IEC60529)

EEEE |E{ER0~+40C {R77HE-15~+65C
(CkEELBWZ &)

BEEE | EifERs - {%ra# 35~85%RH
(#HEBLAEWZE)

MIRIEM  [20MQLIE (DC100V X HIZ &)

(BRImF—7L— L7 7> FigFRICEIN)

HEE AC1000V (50/60 Hz, 1%fE) THRHE RS mALT
BREF—T7L— L7 5> FiGFREICEHIN)

it iRE BiE%10~150 Hz, #iRIE 0.20 mm, HIEE15 m/s° LT,
Bk, AR PRI 198185 C105R8]

&% 150 m/sS’OE¥ % LT, £A.
AIENZAMIC3E. FH18E

i DIt (TERDHEMERE)

47— X#E |PC + ABS

JiE2 80W X55HX27D (Ri2#B % k& <)
g #995¢g

R 134.2kHz

BERREE | A 35dB uA/m @134.2 kHz (BIEFEEE1Om)

REDERE [ERE2

BBEHTI)-|HT U1

BffAE [2m M4 Uik®d (B UHEDFW FILT 1.2 N - m)

SE 7174 b3a7()

CIDRWAy I | f5V640-HS63

WEROHEE ZERDORFR

o

OHFRTAT (O~®)
4DMLEDRUN, COMM. NORM, ERROR) €7 7 2=y MDByfFiRAEA KL &S

RUN T7oTizy bIERICEERICETLET

COMM |[tfilgAr5>nav RAEBRICSEITLET,

NORM I DEJEDRENERET LAFEICaTLET.

ERROR| LA D@fE% /414 | DR YT EDRIEHIC
BEPREELBECRILET,

@:XFEDIP-SW (D)
7T LG D BRI RN FOBE AT E T,
5 DIP-SWONE: (LI IFE S N COFFIZ#EEh ChEd)

No. & FR A B (OAY T HERIREE)

1~5|Z% WFOFFIC L TR ZE L,

6 |BIEEEIFE |38400.°19200./[9600] 48000bps
7 | BISEEAESXTE2 |[ON,ON][ON,OFF][OFF,0FF][OFF,ON] : [No7,No6]

8 |==x DFOFFIC L TTEAL &L,
9 |Fz2rE—F |0OFF}ON
10 |z DFOFFIC L TTERAL &0,

@CIDRWAYRESIFR—N (®)
CIDRW AR E {5 § 272 D H RN TT,

Zﬁ-ﬁ%t&ﬁ%ﬁﬁ’f%f:&b@ﬁ—b“ﬁfo

Tﬁk —7 L chz4 26(7)7 TN

TEW:W H 2 DF51-48-2C (Lot (K

F22E JEDF11-2428SCA (t\ﬂ’caf&’mi)

JE S8V S-01524 (F AT /()

LE HEET 30 8- 232 A 1EV640- A93(F‘1JJLB L COET )

IRV EIEETHEM T HELT, DL OB ETH SN,

JPHT801/DF11- 24285<A> [(==eety, D)

IMZBRNEHELZZEN,

A DT 2 FAFTF AT TLERN,
71741:17(7)@* %L’CSEJEW(?)& V) ECHO T TR,
727 RIS TESEF IO IO TR,
(U llﬁ(@ﬁﬂ ANKA520mm=+10mm)

ST — 7 D 1Y 727 254 71 [ 2 L2z RBE Tl FHL T A&
W 7247 A E ST ERWNA =T OUIRBID D O
SR BOBINE BT EnBDES,

FIN I TR R (727 2= 2T 256, 7V 7 1 =9he
DCHEHBOE AL —7 E3m L FELTLEE N,

E>No. & E5#
1 24VEiF+ | 24V+
2 24VEiR- | 24V-
3 DA DG
4 - NC

@RS-: 2320'J= (@)
RS- 2320%15&}#quﬂ&é';amﬁ?éf;kb@n?—mt
WRS-232CH—RRE4—F UL
HESEr—701:CO-VV - SB(I\M)EPXZSA“ G(7/0.127)LF (7077 L8
HERET X2 DE51-6S-2C (Ko B KIREL)
I 4 EDF11-2428 SCA (b a-H 78 ) rf
(ERHEEa %2 340 43V 640- A93 I AL g, )
IR ACVEIEATHE THELT L) f‘@aﬁgfni’_ﬁ3m<téw
JEHT801/DF11-2428S(A)  (cot i)
FEANC DV TR, A= BRI EDEL RN,

WEVRS ENo.| %% | E5% | EEAM
i #Eal | cs D
I 2 | mEEx | s Hih
s [@emmm | s -
4 SD HAh
5 RD AN
6 — NC -

WSS TiE
B 80 NORMSERAT (#R)
MM 70 /ﬂ%
RUNEAIG) | 711 585 -
e
=
I g9 8
I ]
=9 ) . EE i
AIEEE [t Nowses o

2-043 BAFR 128

. 29.4
TVEIE3374(RS-232C)

BNC1#74
(CIDRWAYH ##5tFH)

BRI E

70 /7

(WA mm)

SHUSHT IRFOM4AAQ Uil IEATO ) P L 27 131.2N - m TT,

CREWE

L, —RTERBETONMBREL TEESN TOET L TEVELTORIC

BFAETOBAEREL THOT. bEHY U ERECNSOREIERINSME

(1, S AR IS C— YRRV L E R Ao 772U, RICIBIFBHETH-T

HUMOBRL R eERAEDEEPHFIDEEN 5558 EREET,

(a) BWR MNP DEINSAE (FIRF HHIEER R, PRI R, A2 R, %
iR, AR, IR ERS. TERE. ZOMES FHCERI RV

AN L RL AR (142 KB BREOHIGY X7 L, 24BREFRE R
CREDZT LEPHER MAEERURS AR L E)

(C) BLVW RSB TORE (Bl BN E § xR, (LAR B REWDRIE.
BHEIHEE W50, KB HRERDI B[ MELE)
RHOLVWEEPRETORSR

“@)PS(A)CRMINTVBM, AH2OTERBOERIEEE (CHEST, UTR
)P TlkBNEL A, BEVEICHEH T AR ICKFIALLVTT SV BBEE#HA
BRI DOV T S EF AL E LT R,
*LRIGEEAENREND—B T RO B EHZOYT T -2 — N ERHIR
DHEAT X2 TINCEHORIE - EHBRONBELEA TIERLE N,

ALOKKEAL 20704 ha=yaskyzannz—

[ 2ot 1 EﬂTébFﬁl«‘Ahﬁ'%
BEHRERE

I2:0120-919-066

7‘@% & -PHSIPEREALE TTFIRL A ER AN T, FRRNBEEES NP,

&5% 055-982-501 5 camsmsruzs) =

FALAYFATA Y7 F v :
www.fa.omron.co.jp/contact/tech/chat/ &
HMERBICF v b THRVEDEVELETET, r
(i-Web x> /\—ZFRFE)
WE AR  9:00~17:00 (+®mA. ARA. 1253154331535&#()
OFAXPWebN—T THBEVEDOEWAELETET,

FAX 055-982-5051 / www.fa.omron.co.jp

@ T DD HHVEHE
A - iR - Y700 - EREE RO BMEI%E. K@ ®RME
EHF LOCERFERICCHRC LT L, .
7+ L0 2 HIEMRERERFEE X 4 L0 ERFER S, WebNX—2 T
CEARLTVET,

A® 20245128




OmRoON
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Amplifier Unit
INSTRUCTION SHEET

Thank you for selecting OMRON product. This sheet pri-
marily describes precautions required in installing and
operating the product.

Before operating the product, read the sheet thoroughly to
acquire sufficient knowledge of the product. For your con-
venience, keep the sheet at your disposal.

TRACEABILITY INFOHMATION
Importer in EU

Omron Europe B. V.

Wegalaan 67-69

2132 JD Hoofddorp,

The Netherlands

Manufacturer:
Omron Corporation,
Shiokoji Horikawa, Shimogyo-ku,
Kyoto 600-8530 JAPAN
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[ PRECAUTION FOR SAFE USE |

1.Ensure safety, be absolulely sure to follow the instructions below:

(1) Never use the product in an environment where combustible or explosive
gas is present.

(2) Please separate from a high-pressure equipment and the power
equipment to secure the safety of the operation and maintenance.

(3) Please do not insert foreign bodies such as water and the wires from the
space of the case.

(4) Please do not dismantle, repair or modify this product.

(5) Please process as industrial waste when you abandon this product.

(6) When you work on wiring and put on and take off cables, CIDRW head,
please perform it after switching off this product.

(7) Provide enough space around this product for ventilation.

(8) Please avoid installing this product near the machinery (a heater, a
transformer, large-capacity resistance) that has high the calorific value.

(9) Please talk to our office by any chance after you cancel use immediately
when you felt abnormality to this product, and having switched it off.

(10)Never use this product with AC power supply. This may damage the product.

(11)Use an appropriate ground. An insufficient ground can affect this
product operation or result in damage to this product.

(12)When you put on and take off a CIDRW head, please do not add
excessive power to a connector.

(13)When using the V640-HAM13, always use it in combination with the V640-HS63.

(14)Depending on the material and environment around the antenna, the
communication distance and time may vary. Please evaluate in advance
before use.

[PRECAUTION FOR CORRECT USE]

1.About installation site

Do not install this product in the locations subject to the following conditions.

(1)Place where direct sunshine strikes

(2)Place with corroded gas, dust, metallic powder, and salinity

(3)Place with condensation due to rapid temperature fluctuations.

(4)Place with condensation due to high humidity.

(5)Place where vibration and impact more than being provided by

specification are transmitted directly to main body.

(6)Place with spray of water, oil, and chemical medicine.

(7)The working temperature is within the range stipulated in the specifications.
2.About depository site

(1) Please follow the save ambient temperature / humidity, and keep this product.
3.About wiring

(1)Use the power supply voltage specified in this cocument.

(2)Ensure correct polarity when connecting to the +/- power supply terminals.

(3)Do not run high-voltage lines and power lines though the same conduit.

(4)To avoid static-induced failure, wear a wrist band or equivalent means

to release a static charge before touching a terminal or a signal line
within a connector.

(5)Please connect the correct CIDRW head to the amplifier unit. If an
incorrect CIDRW head is connected, the desired communication
performance may not be achieved.

(6)Turn off the power to the amplifier unit before attaching or detaching
the antenna.

4.About cleaning

(1)Wipe off any dirt from the Digital Controller with a soft dry cloth.
Never use thinners, benzine, alcohol, or any cleaners that contain these
or other organic solvents. Deformation or discoloration may occur.

5.Power and Graound Cables

(1)Use an appropriate ground. An insufficient ground can affect this
product operation or result in damage to this product.

6.About the communication range and time

(1)Do the communication test with Transponder in the installation
environment because the metal, noise and ambient temperature around
CIDRW head damage to the communication range and time.

(2)Install CIDRW head and ID tag in the appropriate distance because the
communication range can change by the difference of ID tag specifications.

7.About mounting

(1)This product communicates with ID Tags using the 134 kHz frequency band.
Some transceivers, motors, monitoring equipment, and power supplies
(power supply ICs) generate electrical waves (noise) that interfere with
communications with ID Tags, If you are using the product in the vicinity of
any of these devices, check the effect on communications in advance.

(2)In order to minimize the effects of noise, ground nearby metal bodies
with a grounding resistance not exceeding 100 ohms.

(3)When multiple CIDRW Heads are mounted next to each other,
communications performance could be impaired by mutual
interference. Read and follow the information in this manual on mutual
interference when installing multiple heads.

(4) Please avoid installing this product near the machinery (a heater, a
transformer, large-capacity resistance) that has high the calorific value.

(5) In the installation, please tighten the screw surely. (Recommended 1.2N-m)

(6)Use a small flat-blade screwdriver to operate the DIP switches.

(7)Turn off the power before operating the DIP switches.

8.Screw Locking Adhesive

(1)Screw locking adhesive (screw lock) may cause deterioration and
cracking of resin parts; do not use it for screws in resin parts or
anywhere where resin washers are used.

9.Communications with the Host Device

(1)Communicate with the host device only after confirming that the
CIDRW Controller has started. Also, unstable signals may occur at the
host interface when the CIDRW Controller is started. When initializing
operation, clear the reception buffer at the host device or take other
suitable methods to clear unwanted signals.

10.Startup precaution

(I)Never turn OFF the power supply while the CIDRW Controller is
starting, including when power is turned ON, when the mode is
changed, or when the CIDRW Controller is being reset. Doing so may
damage the CISRW Controller.

11.About Transponder made by Texas Instruments Co.
(1)We can’t warrant the specifications of the communication with Transponder.
(2) When the Transponder is at fault, we can’t analyze the Transponder.

M General specifications

MNames and functions

1 —

@Status indicators (3 -6)
Four indicator lamps (RUN, COMM, NORM, ERROR) indicate the
current operating status of the amplifier unit.

RUN Remains stably lit as long as the amplifier unit is operating normally.

COMM _ [Remains lit during the communication with a host or an ID tag.

MDimensions

INDICATOR(YELLOW) 80 NORM INDICATOR(GREEN)
4(—1\ 70 ERROR INDICATOR(RED)
AUN INDICATOR(GREEN) 777 585 — 4 __
1
=
HHE ﬂl NN
=
| dd 3
g 9
. L —_—
ll=- o]

(10.2)

DIP-SWITCH
2-4.3Dia. 12.8

MOUNTINGHOLES
SERIAL COMMUNICATION 29.4 BNC CONNECTOR
- FOR CIDRW HEAD

CONNECTOR(RS-232C)

4l

NORM [Lights when the communications with an ID tag are successful.

Item Specification

Power supply voltage| 24 VDC, +10%, -15%

Current consumption 400 mA max.

Protection rating 1P20 (IEC 60529)

Ambient Operating: 0°C to +40°C Storage: -15C to +65C
temperature (with no icing)

Ambient Operating/ Storage: 35% to 85%

humidity (with no condensation)

Insulation 20M Q min. (with100VDC megohmmeter) between
resistance power supply terminal and frame grounding terminal

Dielectric strength 1000VAC (50/60Hz, for 1 min.) leak current
consumption SmA max. between power supply

terminal and frame grounding terminal

Vibration
resistance

10 to 150Hz, double amplitude: 0.20mm,
Max. Acceleration: 15m/s?, with 10 sweeps for
8min each in 3 directions

Shock resistance 150m/s?, 3 times each in 6 directions

Ground Ground to 100 Q) or less.

Case material PC/ABS resin

Dimensions 80 x 55 x 27 mm (W x H x D, excluding protruding parts)
Mass Approx.95 g

Frequency 134.2 kHz

Radiated magnetic maximum 35 dBuA/m at 134.2kHz (10 meters)
field strength

Environmental

pollution degree Degree 2

Over voltage category| Category I

Mounting method Secured with two M4 screws.
(tightening torque:1.2 N-m)

Accessory Ferrite core(1)

CIDRW head V640-HS63

ERROR  [Lights when the communications with an host or an ID tag are failed.

@Sctup DIP-SW (7)
The switch array allows various operating conditions of the amplifier
unit to be set.
DIP-SW settings: factory-setting is all OFF

No.| Description Meaning (Content within a box
represents factory-setting)

1-5 | Reserved Please turn off this SW.

6| Baud rate setting | 38400, 19200196001~ 4800bps
7 | Baud rate setting 2 [ON.ONJION.OFFJ[OFFOFFI[OFEON] : [No7 Not]

8 | Reserved Please turn off this SW.

9 | Test mode @/ ON

10 | Reserved Please turn off this SW.

@CIDRW head connection port (8)
A port dedicated to connection of a CIDRW head.

@Power supply port (1)
This port is used to connect the power supply and ground lines using the
dedicated power supply connector.

MPower Supply Cable

* Recommended cable : AWG24-26

+ Recommeded connector : Model DF51-4S-2C (HIROSE ELECTRIC CO.)

+ Recommended compression ring : Model DF11-2428SCA (HIROSE
ELECTRIC CO.)

+ Recommended 24 V power supply : Model S8VS-01524 (OMRON)
(These connector and compression ring are supplied with model V640-A93.)
*Use the product below as a crimping tool for crimping the compression ring.
Model HT801/DF11-2428S(A)  (HIROSE ELECTRIC CO.)

*Attach the supplied ferrite core to the power supply cable.

Pass the power supply cable through the ferrite core three times (three turns).
Install the ferrite core as close to the main unit as possible.
(Recommended installation position: 20 mm +10 mm from the main unit)
*Securely fix the ferrite core to the power cable during use to prevent wire
breakage or poor contact caused by vibration.

*When using this product (Amplifier Unit) in Europe, keep the power supply
cable between the Amplifier Unit and the DC power supply to 3 m or less.

WPin Assignments Pin No. | Signal name | Symbol

1 24VDC+ 24V+
2 24VDC- 24V-
3 Ground DG
4 — NC

@RS-232C port (2)
This port is for connection to the host according to RS-232C interface
standard.

HRS-232C Port Cable
+ Recommended cable : Model CO-VV-SB(MA)SPX28AWG(7/0.127)LF (
PROTERIAL)
+ Recommeded connector : Model DF51-6S-2C (HIROSE ELECTRIC CO.)
+ Recommended compression ring : Model DF11-2428SCA (HIROSE
ELECTRIC CO.)
(These connector and compressmn ring are supphed with model V640-A93.)
*Use the product below as a crimping tool for crimping the compression ring.
Model HT801/DF11-2428S(A)  (HIROSE ELECTRIC CO.
WPin Assignments

Pin No.| Signal name |Symbol|Signal direction

1 Clear to send CS Input
654321 2 Request send RS Output

3 Signal ground| SG —

4 Send data SD Output

5 Receive data| RD Input

6 - NC —

~loy
N"]v»ﬁ

T 122
g 22

DC POWER CONNECTOR

EMOUNTING S;ZOREW HOLES o.Ma

45

(Unit: mm)

material| PC+ABS

* Be sure to limit the tightening torque for the M4 screws as 1.2 N-m.

B WEEE Directive (2012/19/EC)

mmmm Dispose in accordance with applicable regulations.

Suitability for Use

Omron Companies shall not be responsible for conformity with any standards,
codes or regulations which apply to the combination of the Product in the
Buyer’s application or use of the Product. At Buyer’s request, Omron will
provide applicable third party certification documents identifying ratings and
limitations of use which apply to the Product. This information by itself is not
sufficient for a complete determination of the suitability of the Product in
combination with the end product, machine, system, or other application or
use. Buyer shall be solely responsible for determining appropriateness of the
particular Product with respect to Buyer’s application, product or system.
Buyer shall take application responsibility in all cases.

NEVER USE THE PRODUCT FOR AN APPLICATION INVOLVING SERIOUS
RISK TO LIFE OR PROPERTY WITHOUT ENSURING THAT THE SYSTEM
AS AWHOLE HAS BEEN DESIGNED TO ADDRESS THE RISKS, AND THAT
THE OMRON PRODUCT(S) IS PROPERLY RATED AND INSTALLED FOR
THE INTENDED USE WITHIN THE OVERALL EQUIPMENT OR SYSTEM.

OMRON Corporation Industrial Automation Company
Kyoto, JAPAN Contact: www.ia.omron.com

Regional Headquarters

Il OMRON EUROPE B.V.

Wegalaan 67-69, 2132 JD Hoofddorp

The Netherlands

Tel: (31)2356-81-300/Fax: (31)2356-81-388
Il OMRON ELECTRONICS LLC

2895 Greenspoint Parkway, Suite 200

Hoffman Estates, IL 60169 U.S.A.

Tel: (1) 847-843-7900/Fax: (1) 847-843-7787
Il OMRON ASIA PACIFIC PTE. LTD.

438B Alexandra Road, #08-01/02 Alexandra

Technopark,Singapore 119968

Tel: (65) 6835-3011 / Fax: (65) 6835-3011
Il OMRON (CHINA) CO., LTD.

Room 2211, Bank of China Tower,

200 Yin Cheng Zhong Road,

PuDong New Area, Shanghai, 200120, China

Tel: (86) 21-6023-0333 / Fax: (86) 21-5037-2388
Il OMRON Canada Inc.

1675 Trans Canada Route Suite 105,

Dorval, Quebec H9P 1J1, Canada
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